WinPC-NC

Basic settings-Interfaces
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Co-ordinates  Tools | Misc. parameters | Technology | Macro | Data format | Basic Settings

: _Spindle Speed control Monitoring Display/O|
| Ports | X-Axis Y-Axis Z-Axis 4.-Axis Equipement Dimensions Homing Jog

COM port for communication Eomil b
Joystick |USB b

peration

Signal wizzard I

Keypad (Professional) |None

Keypad USB [None

Address of LPT port |0000 hex

Handwheel [WInPC-NC HR-10
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Parameter basic settings interfaces

WinPC-NC does not
require addtitional in-
formation about rele-
vant interfaces ex- ®

cept fort he definition

concerning joystick, o
key pad and hand- ~4
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Joystick

If you want to use a
joystick to set up the |
machine, you must L

use this parameter ‘

to define the game port used.




WinPC-NC

Connected joystick must be configured in the Windows system prior to use
and must be calibrated with a special function.

A connected Space Mouse of 3DConnexion must be selected by
different setting and all needed drivers must be installed prior to
first use.

Keypad (USB)

A remote control for WinPC-NC USB using numerical keypads is
possible and can be defined with this setting. There are predefi-
ned OEM types available or a regular USB type keypad.

Handwheel

By this setting the handwheel can be activated. Handwheels are
available for any versions of WinPC-NC. Please note, that
WinPC-NC supports only specific handwheels
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